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IMAGER XE®-ADVANCED PLUS - SPECIFICATIONS

Film Formats and Resolutions (Full) Dimensions:

Standard 35mm/4p Gate W /39"(990mm) D/26"(665mm) H/71"(1,800mm)
35/4p Academy Format 21.936mm X 15.984mm (3656 X 2664 pixels)

35/4p CinemaScope Format 21.936mm X 18.672mm (3656 X 3112 pixels) Weight:

35/4p Full Aperture 24.576mm X 18.672mm (4096 X 3112 pixels) 9001Ibs (400kg)

Output Image Formats:

Cineon 10bit, TIFF 8/16 bit, SGI 8/16bit, DPX 8/10/16bit
Options

Scan speed”:

35/4p at 4K 1.9 sec/frame

Keykode option:
35/4p at 2K 1.3 sec/frame

*One frame in Cineon 10bit format to an external disk via Gigabit Ethernet

evertz KeyKode Model 5550, software,
RS-232C board, cable, reader, panel etc.

Scanning pickup device (camera): solice J E Gat
plice Jump Free Gate:

Sensor : Tri-Linear Color CCD 5K
35/4p Academy Format 21.936mm X 15.984mm (3656 X 2664 pixels)
: S v .
Network Interface: 35/4p CinemaScope Format 21.936mm X 18.672mm (3656 X 3112 pixels)
. X . X i
sl (B 35/4p Full Aperture 24.576mm X 18.672mm (4096 X 3112 pixels)

(On-board Intel 82545 in the internal workstation) q a0
VistaVision:

. 35mm 8perfs 6144 X 4096 pixels
Light Source: - -

Xenon (500W

( ) 35mm 3p:

FLC (Feedback for Light-source Compensator) SYSTEM - .
3perfs Panavision 3P 3656 X 2311 pixels

. . Super Panavision 3P 4096 X 2311 pixels
Required Electric Power:

AC 200, 208, 220, 230, 240V 10A 50/60Hz 35mm 4 perfs Liquid Gate:

AIE T, TN S, b A 2 B Applicable Liquid: Tetrachloroethylene

Film Reel: TG

2000 feet 16mm 1728 X 1240 pixels

Super 16mm 2048 X 1240 pixels
Dedicated Control PC for GUI Operation:

Linux or Windows XP PC included Interchangeable 10K CCD option :
35mm/4p 4K X 3K Sub Sampled from 8K
35mm/4p 8K X 6K

IMAGICA Corp., in Tokyo, Japan, founded in 1935, is one of the largest post-production facilities in Japan, and a leader in providing the best digital intermediate and digital cinema productions.
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